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November 24, 2025 

Renovation and Addition to Existing Law Library – A.A. Lenoir Law Center 
State Project No. – 19-614-21-01, F.19002393 
 
ADDENDUM NO 01 
This Addendum forms a part of the Contract Documents and modifies the original specifications and drawings 
issued for bidding to the extent noted hereinafter.  All other provisions of the Bid Documents shall remain 
unchanged.  
 
Careful note of this Addendum will be taken by all parties of interest so that proper allowances are made in all 
computations, estimates and contracts and so that all trades affected are fully advised in the performance of the 
work that will be required of them.  Acknowledge receipt of this Addendum on the Bid Form. 
 

General 
 
1.02 Clarification: Davis Bacon is not required on this project. 

 
1.03 Clarification: This project is tax exempt. 

 
1.04 Clarification: It should be noted that the Contractor is required to have a superintendent on site at all 

times while work is being performed. 
 

1.05 Clarification: Contractor shall have full access to the construction are between Monday through Friday, 
between the hours of 8:00 am and 5:00 pm. Any work required outside of these days/times will require 
coordination with the owner in advance. 

 
1.06 Site Access: Bidders may arrange site access by contacting Angela Gaines at (225) 316-2869 cell; (225) 

771-4931 office; or by email at againes@sulc.edu. 
 

Responses 
 
1.07 Is only the lobby extension in the base bid relative to exterior work of the project? 

       Response: Refer to attached Sheet L1.01. 

1.08 Who will be responsible for removing furniture, plants, and compact shelving and removal of books in the 
compact shelving? 
Response: SULC is responsible for all removal.  

1.09 Is the removal of the stairwell stairs at the addition in the base bid or the Alternate No. 1?. 
       Response: This should be in alternate 1. 
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Modifications to the Specifications 
 
Section 12 93 00 – Site Furnishings 

1.10 Omit Specification. 

Modifications to the Drawings 
 
Sheet L1.01 
1.11 Remove Sheet L1.01 and replace with the attached L1.01 issued as part of this addendum – revisions to 

entry paving and clarification to base bid and Alternate No. 2 scope has been clouded with revision 1. 
 

1.12 Omit references to Details M, N, O on Sheet L3.00. Bench, chairs and tables are not in this contract. 

Sheet L1.02 
1.13 Omit references to Details M, N, O on Sheet L3.00. Bench, chairs and tables are not in this contract. 

Sheet C1.0 
1.14 Sheet C1.0, Demolition Plan: Omit call out noted “Existing Catch Basin, TBR” and replace with “Existing 

Catch Basin, to remain”. Clarification: The existing catch basin is to remain and should alternate #1 be 
accepted, the new drainage tie-in shall be made near the bottom of this inlet. 

Sheet A800 
1.15 Remove Sheet A800 and replace with the attached A800 issued as part of this addendum – revisions to 

finishes and removal of stack finishes have been clouded with revision 1. 

Sheet A801 
1.16 Remove Sheet A801 and replace with the attached A801 issued as part of this addendum – revisions to 

finishes, removal of stack finishes and new detail for terrazzo seal have been clouded with revision 1. 

Sheet A905 
1.17 Remove Sheet A905 and replace with the attached A905 issued as part of this addendum – revisions to 

details have been clouded with revision 1. 

 
Summary of attachments included in Addendum 01 

1. Sheet L1.01 
2. Sheet A800 
3. Sheet A801 
4. Sheet A905 

 
 

Bid date remains unchanged, December 11, 2025; 2 pm 

END OF ADDENDUM. 
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ROOM NO. ROOM NAME NORTH

WALLS

EAST SOUTH WESTBASEFLOOR HEIGHT FINISH

CEILING

COMMENTS

NO WORK

1ST FLOOR

-- -- -- -- -- -- -- --

FINISH NOTES:

1. ALL FINISHES SHALL BE INSTALLED IN STRICT ACCORDANCE WITH THE

MANUFACTURER'S SPECIFICATIONS AND INSTRUCTIONS AND IN A MANNER

CONSISTENT WITH THE HIGHEST QUALITY STANDARDS OF WORKMANSHIP.

2. BEFORE PROCEEDING WITH PROCUREMENT, THE RESPECTIVE CONTRACTOR

SHALL FIELD VERIFY ALL DIMENSIONS TO ENSURE SUFFICIENT QUANTITIES OF

MATERIALS TO COMPLETE WORK.

3. THE CONTRACTOR SHALL INSPECT MATERIALS FOR DEFECTS, FLAWS,

SHIPPING DAMAGE, COLOR CORRECTNESS AND ACCURATE DYE LOTS OR

PATTERNS UPON RECEIPT FROM THE MANUFACTURER. DAMAGED OR

INCORRECT MATERIALS SHALL BE RETURNED TO THE MANUFACTURER FOR

IMMEDIATE REPLACEMENT, TO PREVENT DELAYS IN THE COMPLETION OF THE

WORK. THE CONTRACTOR SHALL COORDINATE WITH THE MANUFACTURER

FOR AN ACCURATE SHIPPING DATE FOR THE REPLACEMENT MATERIAL.

CHANGES IN DYE LOTS OR SIMILAR COLOR SHIFTS IN ANY MATERIAL SHOULD

IMMEDIATELY BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

4. COMPLIANCE WITH THE MANUFACTURER'S REQUIREMENTS FOR HANDLING,

STORAGE, INSTALLATION AND PROTECTION IS THE EXCLUSIVE

RESPONSIBILITY OF THE CONTRACTOR.

5. ALL WALLS AND SURFACES RECEIVING PAINT, TILE, ETC. SHALL BE PROPERLY

PREPARED PRIOR TO FINISH INSTALLATION AS PER MANUFACTURER'S

SPECIFICATIONS.

6. THE CONTRACTOR SHALL REFER TO THE FINISH LEGEND/PLANS FOR SPECIFIC

LOCATIONS OF ALL FINISHES. SHOULD THE CONTRACTOR FIND ANY

DISCREPANCIES, OMISSIONS, AMBIGUITIES OR CONFLICTS IN THE FINISH

LEGEND, THE ITEM(S) IN QUESTION SHOULD BE BROUGHT TO THE ATTENTION

OF THE ARCHITECT BEFORE PROCEEDING WITH ANY WORK.

7. ALL GWB WALLS TO BE PAINTED P-1, UNLESS NOTED OTHERWISE. ALL GWB

CEILINGS, BULKHEADS AND HEADERS TO BE PAINTED P-11, UNLESS NOTED

OTHERWISE.

8. ALL WALL PAINT TO BE SATIN FINISH, UNLESS NOTED OTHERWISE. ALL

CEILING PAINT TO BE FLAT FINISH, UNLESS NOTED OTHERWISE.

9. ALL GWB SURFACES SHALL BE PAINTED WITH (1) PRIMER COAT AND (2) COATS

OF SPECIFIED PAINT, BY SAME MANUFACTURER.

10. ALL HM DOOR FRAMES TO BE PAINTED TO MATCH ADJACENT WALL

SURFACES, UNLESS NOTED OTHERWISE.

11. ALL CLOSET INTERIORS, INCLUDING WALLS, AND ALL SHELVES SHALL BE

PAINTED TO MATCH ADJACENT ROOM WALL SURFACES. THE CONTRACTOR

SHALL ENSURE THAT SHELVES ARE SANDED SMOOTH PRIOR TO PAINTING.

12. FINISHES SHALL EXTEND OVER, UNDER AND/OR BEYOND ANY ITEM OF

BUILT-IN MILLWORK, EQUIPMENT, MIRRORS, ETC. AS INDICATED ON THE

DRAWINGS.

13. ALL FLOOR SURFACES SHALL BE PROPERLY PREPARED PRIOR TO FINISH

INSTALLATION. SURFACES SHALL BE SEALED, SIZED, SANDED OR PROPERLY

PREPARED PER MANUFACTURER'S SPECIFICATIONS. FLASH PATCH UNEVEN

FLOOR SLAB SURFACES IN ORDER TO PROVIDE A SMOOTH, CONTINUOUS

FLOOR SURFACE.

14. INSTALLED CARPET SHALL BE VACUUMED CLEAN AND FREE OF DUST, DIRT

AND GLUE-DOWN ADHESIVE.

15. CARPET SEAMS AND FLOOR FINISH TRANSITIONS TO OCCUR AT THE

CENTERLINE OF DOORS, UNLESS NOTED OTHERWISE.

16. ALL CARPET JOINTS SHALL BE STRAIGHT AND SMOOTH.

17. CONTRACTOR SHALL PROVIDE CARPET SEAMING DIAGRAM FOR REVIEW AND

APPROVAL.

18. REFER TO FINISH PLAN A801 FOR FLOOR PATTERNS AND LOCATIONS OF

METAL TRANSITION PROFILES & DIVIDER STRIPS IN SEAMLESS TERRAZZO

FLOORING.

19. ALL UNUSED FINISH MATERIALS SHALL BE LABELED AND STORED AT

LOCATION IDENTIFIED BY OWNER.

20. CONTRACTOR SHALL SUBMIT SAMPLES OF ALL FINISHES FOR APPROVAL BY

THE ARCHITECT.
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P-4P-4P-4P-4

P-4P-4P-4P-4

P-4P-4P-4P-4

P-4P-4P-4P-4

P-4P-4P-4P-4

P-4P-4P-4P-4

P-4P-4P-4P-4

REFER TO A801 FOR FLOOR PATTERN, REFER TO RCP FOR CLG DESIGN INCLUDING FELT BAFFLES

WC-1

P-4 WC-2

WC-3

WC-3

WC-3

WC-3

WC-3

PROTECTIVE WALL PANELS TO 6'-0" AFF.

N/A

N/A

WV-1/P-5 WV-1/P-5 WV-1N/A

P-6

VB-2

VB-2

--

VCT-1 VB-2 ACT-19'-0"

P-1 P-1 P-1 P-1 N/A

VB-2

VB-2

P-3P-3P-3P-3

P-3P-3P-3P-3

P-2P-2P-2

VB-2

P-1 P-1 P-1 P-1

VCT-1 VB-2

P-3P-3P-3P-3

P-3P-3P-3P-3

VB-2

VB-2

CPT-1

CPT-1+6

VB-2

VB-2

MATCH EX PAINT COLOR, FIELD VERIFY

P-4P-4P-4P-4

P-4P-4P-4P-4

P-3P-3P-3P-3

VCT-1

VCT-1

ACT-1VCT-1

SCALE:

ROOM SIGNAGE

 3" = 1'-0" SCALE:

COMMEMORATIVE PLAQUE

 3/4" = 1'-0"

CPT-2

CPT-1 VB-2

EX

--

VCT-1

N/AN/A

N/A P-1 P-1 P-1 P-1

FRP-1/P-1

MATCH EX PAINT COLOR & ACT, FIELD VERIFY

--------

EX
EX GWB, P-12

162

LOBBY EXTENSION

163

PUMP ROOM

164

CORRIDOR

165

166

ELEVATOR LOBBY

ATRIUM

HEALTH CENTER

LOBBY

267 WOMEN

268

SEMINAR

261 BALCONY

263

2ND FLOOR

262 ELEVATOR LOBBY

260 CORRIDOR

CORRIDOR

MEN

265 ATRIUM

270

266 SEMINAR

160

161

269 CORRIDOR

264 OFFICE

LIBRARY ENTRANCE LOBBY100

101

102

103

104

105

105A

RECEPTION OFFICE

MAIN CORRIDOR

MUSEUM ENTRANCE LOBBY

RESEARCH ROOM

CIVIL RIGHTS ROOM

CIVIL RIGHT FILM ROOM

CIVIL RIGHTS STUDY105B

STUDY CARREL ROOM106

SULC LIBR. DIR. SUITE ENTR.108

SULC LIBRARY DIRECTOR109

READING ROOM 1110

111

112

113

GROUP STUDY 4114

STORAGE115

GROUP STUDY 5116

DIR. OF PUBLIC SERVICES117

ASSOC. DIR. OF LIBRARY118

SYSTEMS LIBRARIAN119

GROUP STUDY 6122

STORAGE ROOM123

STACK ROOM 1124

STACK 1 STAIRS125

CORRIDOR126

127

128

129

STACK STORAGE130

STACK ROOM 2131

STACK 2 STAIRS132

COMMUNICATIONS CLOSET133

ELEVATOR MACHINE ROOM134

136

137

138

NEW ADDITION LOBBY139

GROUP STUDY 12140

READING ROOM 2107

GROUP STUDY 3

GROUP STUDY 2

GROUP STUDY 1

ACQUISITIONS LIBRARIAN120

CATALOG LIBRARIAN121

GROUP STUDY 9

GROUP STUDY 8

GROUP STUDY 7

GROUP STUDY 11

GROUP STUDY 10

MECHANICAL

SHIPPING AND RECEIVING141

STORAGE141A

GROUP STUDY 13142

GROUP STUDY 14143

MECHANICAL ROOM144

STORAGE145

CORRIDOR146

CORRIDOR147

GROUP STUDY 15148

STAIRS149

JANITOR150

IT151

STORAGE ROOM200

STORAGE ROOM201

CORRIDOR202

CORRIDOR203

135 NOT USED

152-159 NOT USED

205-259 NOT USED

SCALE:

WOOD BASE (WB-1)

 3" = 1'-0"

TRZ-1/TRZ-2

TRZ-1/TRZ-2

REFER TO A801 FOR CONTROL JOINTS

LVT-1

WV-1

10'-0"P-3P-3P-3P-3 ACT-1VCT-1

VB-2

VB-2

VB-2

VB-2

VB-2

REFER TO A801 FOR FLOOR PATTERN

REFER TO A801 FOR FLOOR PATTERN

SCALE:

VINYL BASE (VB-2)

 3" = 1'-0"

VB-2SC-1

FINISHES AND MATERIALS:

ALL PRODUCTS AND MATERIALS LISTED BELOW REPRESENT THE BASIS OF DESIGN.

NAMING OF PARTICULAR BRANDS OR MANUFACTURERS IS TO DESIGNATE THE

GENERAL STYLE, TYPE, CHARACTER, AND QUALITY STANDARD OF THE PROJECT

DESIRED.

SUBSTITUTION REQUESTS MUST BE SUBMITTED PRIOR TO BIDDING. PRODUCTS

THAT UPON EVALUATION ARE FOUND TO BE OF SIMILAR STYLE, TYPE, CHARACTER,

AND QUALITY WILL BE ACCEPTED.

REFER TO PROJECT MANUAL FOR SUBSTITUTION PROCEDURES, ALTERNATE

MANUFACTURERS AND ADDITIONAL INFORMATION ON FINISHES AND MATERIALS.

ACT-1 24" x 24" ULTIMA 1912HRC ACOUSTICAL CEILING TILE

W/ FINE TEXTURE & 9/16" SUPRAFINE XL SUSPENSION SYSTEM

BY ARMSTRONG; COLOR: WHITE (GRID AND TILES)

ACT-2 24" x 24" ULTIMA 1912HRC ACOUSTICAL CEILING TILE

W/ FINE TEXTURE & 9/16" SUPRAFINE XL SUSPENSION SYSTEM

BY ARMSTRONG; COLOR: BLACK (GRID AND TILES)

ACT-3 24" x 24" ACOUSTICAL CEILING SYSTEM TO MATCH EX, FIELD VERIFY

BRK-1 BRICK FLOORING (DARK BROWN) COLOR & GROUT TO MATCH EX,

FIELD VERIFY

CPT-1    24" x 24" CARPET TILE (GROUP STUDY ROOMS);

BENTLEY MILLS, CHRONICLE #8CM23, TREATISE #801524,

SOLUTION DYED, TUFTED TEXTURED LOOP, BRICK INSTALLATION,

NEXSTEP CUSHION TILE BACKING, HEALTHBOND ADHESIVE #2399

CPT-2    18' x 36' CARPET TILE (CIVIL RIGHTS ROOM),

BENTLEY MILLS, EXPO HALL #6AEH20, WALKING MAP #400077;

SOLUTION DYED, TUFTED TEXTURED LOOP, MONOLITHIC INSTALLATION,

NEXSTEP CUSHION TILE BACKING, HEALTHBOND ADHESIVE #2399

CPT-3    9" x 36" CARPET TILE (OFFICE 109, 117, 118),

SHAW CONTRACT, IDENTITY TILE #5T237, GOLDEN #35210;

100% SOLUTION DYED, MULTI-LEVEL PATTERN LOOP, STAGGER INSTALL.

DIRECT GLUE, ECOWORX TILE BACKING

CPT-4    NOT USED

CPT-5  18' x 36' CARPET TILE (GROUP STUDY ROOMS),

BENTLEY MILLS, DUST JACKET #8DJ23, PROLOGUE #800104;

SOLUTION DYED, TUFTED TEXTURED LOOP, ASHLAR INSTALLATION,

NEXSTEP CUSHION TILE BACKING, HEALTHBOND ADHESIVE #2399

CPT-6    12'-0" BROADLOOM CARPET (GRAY - BORDERS, BALCONY 261);

BENTLEY MILLS, KINGS ROAD #8KR42, SMOLDER #880308;

TUFTED CUT PILE, .45" THICKNESS, EASY STREET CUSHION BACKING,

HEALTHBOND ADHESIVE #2399

FRP-1 FIBERGLASS REINFORCED PLASTIC WALL PANEL, COLOR: WHITE

GL-1 FRAMELESS GLASS RAILING SYSTEM W/ CONT CLR ANOD ALUM BASE

PROFILE (BALCONY 206), ALSO REFER TO DETAIL 5/A905

GWB-1 5/8" GYPSUM WALL BOARD W/ LEVEL 4 FINISH PER ASTM C 840,

GA-216 & GA-505

LVT-1 9" x 39" HIGH-PERFORMANCE LUXURY VINYL FLOOR TILE;

INTERFACE, LEVEL SET COLLECTION, NATURAL WOODGRAINS, #A002,

BLACK WALNUT #A00201 - STAGGERED INSTALLATION, 6" OFFSET

P-1 WALL PAINT (WHITE), SATIN FINISH;

SHERWIN-WILLIAMS - TBD

P-2 WALL PAINT (WHITE-GRAY), SATIN FINISH;

SHERWIN-WILLIAMS - SW7658, GRAY CLOUDS

P-3 WALL PAINT (GRAY), SATIN FINISH;

SHERWIN-WILLIAMS - SW6002, ESSENTIAL GRAY

P-4 WALL PAINT (BEIGE), SATIN FINISH;

SHERWIN-WILLIAMS - SW7531, CANVAS TAN

P-5 WALL PAINT (DARK BLUE), SATIN FINISH;

SHERWIN-WILLIAMS - SW7602, INDIGO BATIK

P-6 WALL PAINT (BLACK), SATIN FINISH;

SHERWIN-WILLIAMS - SW6993, BLACK OF NIGHT

P-11 CEILING PAINT (WHITE), FLAT FINISH;

SHERWIN-WILLIAMS - TBD

P-12 CEILING PAINT (GREEN-GRAY), FLAT FINISH;

SHERWIN-WILLIAMS - SW7057, SILVER STRAND

P-13 CEILING PAINT (BLACK), FLAT FINISH;

SHERWIN-WILLIAMS - SW6993, BLACK OF NIGHT

PLAM-1 PLASTIC LAMINATE (CABINETRY ROOM 100 & RECEPTION DESK);

WILSONART HPL, COLOR: WHITE

PLAM-2 PLASTIC LAMINATE (RECEPTION DESK);

WILSONART HPL, COLOR: TO BE DETERMINED

RP-1 RIGID HIGH-IMPACT WALL PANEL (STORAGE 141A);

ACROVYN SOLID COLORS BY CONSTRUCTION SPECIALTIES,

COLOR: TO BE DETERMINED

SC-1 WATER-BASED EPOXY COATING FOR CONCRETE FLOOR;

SHERWIN-WILLIAMS ARMORSEAL 8100, SATIN FINISH

SS-1 SOLID SURFACING, ARISTECH AVONITE, COLOR: TO BE DETERMINED

TRZ-1 POURED-IN-PLACE TERRAZZO FLOORING (PRIMARY COLOR);

TERRAZZCO, SE 112 - WHITE W/ BLUE GLASS & MOTHER OF PEARL

TRZ-2 POURED-IN-PLACE TERRAZZO FLOORING (SECONDARY COLOR);

TERRAZZCO, SE 1776 - LIGHT GREY W/ MIRROR & BLUE GLASS

VB-1 8"H VINYL PROFILE BASE (READING ROOM I & II);

TARKETT JOHNSONITE, MILLWORK WALL FINISHING SYSTEM,

REVEAL 8"H PROFILE #MW-TA6-F8, 1/4" THICKNESS,

COLOR: BEDROCK TA6

VB-2 6"H TOELESS VINYL BASE;

TARKETT JOHNSONITE, TRADITIONAL TOELESS BASE TYPE TV,

COLOR: BEDROCK TA6, 1/8" THICKNESS

VCT-1 12" x 12" VINYL COMPOSITION TILE (FIELD, BEIGE);

TARKETT, VCT-II, PEWTER

VCT-2 12" x 12" VINYL COMPOSITION TILE (ACCENT, BLUE);

TARKETT, VCT-II, DEEP WATER

VCT-3 12" x 12" VINYL COMPOSITION TILE (ACCENT, GRAY);

TARKETT, VCT-II, STONE GREY QUARTZ

VCT-4 RUBBER STAIR TREAD & RISER (GRAY);

TARKETT, JOHNSONITE ANGLE FIT, S103515-40-TR_SQ-RD,

RUBBER STAIR TREAD W/ INTEGRATED RISER, GREY GRIT TAPE W/

RAISED ROUND PROFILE #VIRNRDTR40SQ, VINYL STRINGER & RISER 

(.080 GAUGE), GRIT TAPE COLOR: BLACK

WB-1 3/4" x 8" CHERRY HARDWOOD BASE W/ TRANSPARENT MATTE

POLYURETHANE FINISH, MATCH WV-1; REFER TO 11/A505 & 1/A800

WC-1 VINYL WALLCOVERING (ROOM 104);

MOMENTUM - EDITORIAL FEATURE, MAG1021 TYPE II;

VINYL FACE, NON-WOVEN BACKING, TYPE II, REPEAT: 25-1/4"V

WC-2 LINEN WALLCOVERING (ROOM 101 & 109);

SOURCE ONE SIGNATURE LINEN COLLECTION, TAHOE, TUSK #LTA-02;

54" WIDE, REPEAT: 25.2"V x 53.9"H, 100% LINEN

WC-3 VINYL WALLCOVERING (ROOM 117, 118, 119, 120 & 121);

MAHARAM - TETHER 399961-012 GOLD;

54"W; TYPE II; 100% NON-PHTHALATE VINYL; REPEAT: NON-MATCH,

WC-4 VINYL WALLCOVERING (ROOM 110);

SOURCE ONE - REVOLVE, HARMONY #ULF59740;

29-1/2"W, PATTERN MATCH: NON-REVERSE HANG, STRAIGHT MATCH

ACROSS, VERTICAL REPEAT: 8-1/4"

WC-5 VINYL WALLCOVERING (ROOM 106, 107, 116);

SOURCE ONE - DIVERGENT, HARMONY #ULF59727;

41-3/4"W, PATTERN MATCH: NON-REVERSE HANG, STRAIGHT MATCH

ACROSS, VERTICAL REPEAT: 12"

WD-1 CHERRY HARDWOOD W/ MEDIUM STAIN & TRANSPARENT MATTE

POLYURETHANE FINISH, MATCH WV-1

WV-1 3/4" EDGEBANDED HARDWOOD VENEER CORE PANELS W/

ARCHITECTURAL GRADE CHERRY VENEER, MEDIUM STAIN &

TRANSPARENT MATTE POLYURETHANE FINISH - BOOK MATCH

REFER TO A801 FOR FLOOR PATTERN

REFER TO A801 FOR FLOOR PATTERN

CPT-2

CPT-2

CPT-2+6

WB-1

WB-1

WB-1

WB-1

WB-1

P-2

P-4 P-4

P-4

P-4

P-4

P-4

P-4

P-4

P-6 P-6 P-6

P-4 P-4 P-4 WC-2

VCT-1+2+3+4

P-1

P-6 P-6 P-6 P-6

P-2 N/A P-2P-2

P-3 P-3 P-3

P-5P-2 P-2P-2

VB-2CPT-5 P-2 P-2P-2

VB-2CPT-5 P-2 P-2P-2

VB-2CPT-5 P-2 P-2P-2

VB-2CPT-2+6 P-2P-2 WC-5P-2

VB-2CPT-5 P-2P-5 P-2P-2

VB-2CPT-5 P-5P-2 P-2P-2

VB-2CPT-5 P-2P-2 P-2P-5

VB-2CPT-5 P-2P-2 P-2P-5

VB-2CPT-5 P-2P-2 P-2P-5

VB-2CPT-5 P-2P-2 P-2P-5

VB-2CPT-5 P-2P-2 P-2P-5

VB-2CPT-5 P-2P-2 P-2P-5

VB-2CPT-5 P-2P-2 P-2P-5

VB-2CPT-5 P-2P-2 P-5P-2

P-5

P-5

P-5

VB-2

VB-2

VB-2

VB-2

VB-2

MATCH EXMATCH EX

P-4

P-4

P-4P-4

P-4

P-4

P-4

P-4

P-4

P-2P-2 P-2

ACT-1/GWB-1+P-11

ACT-1/GWB-1+P-12

EX
EX GWB, P-12

EX

EX
EX GWB, P-12

EX
EX GWB, P-12

EX
EX GWB, P-12

CPT-1

SCALE:

SECURITY DESK PERSPECTIVES (LOBBY 160)

 N/A

2-TONE DUAL-HEIGHT LAMINATE RECEPTION DESK W/ FULL

MODESTY PANELS, (3) DRAWERS & GANG LOCK, STANDARD

CABLE MANAGEMENT, (4) GROMMETS. STANDARD FINISHES FOR

TOP, BODY & PULLS TBD.

PROVIDE 18" x 36" ACCESSORY LAMINATE TOP TO BE USED AS

FLIP-UP GATE INCLUDING WALL-MOUNTED HINGE & HEAVY-DUTY

LIFT-ASSIST DAMPER W/ STOPPER.

REFER TO 1/A902 FOR PLAN DIMENSIONS AND COUNTER HEIGHTS.

FIBERGLASS REINFORCED PLASTIC WALL PANELS TO 5'-0" AFF

VB-2

FRP-1/P-1 FRP-1/P-1 FRP-1/P-1

SCALE:

FELT CLG BAFFLES DETAILS

 3" = 1'-0"

BRK-1

BRK-1 MATCH EX

WC-5

WC-5

RP-1/P-4 RP-1/P-4 RP-1/P-4VB-2

P-1 P-1 P-1

SCALE:

MILLWORK SECTION

 1/2" = 1'-0"

1

NO WORK

NO WORK

-- -- -- -- -- -- --

-- -- -- -- -- -- --

1

1

VCT-1+2+3+4

STACK ROOM 1 LEVEL 2124A EX NO WORK

-- -- -- -- -- -- --

STACK ROOM 2 LEVEL 2131A EX NO WORK

-- -- -- -- -- -- --

EX NO WORK

-- -- -- -- -- -- --

EX NO WORK

-- -- -- -- -- -- --

STACK ROOM 2 LEVEL 3

STACK ROOM 2 LEVEL 4

204

204A

1

REFER TO A801 FOR FLOOR PATTERN, REFER TO RCP FOR CLG DESIGN

1

1

1

1

NO WORK



UP
STUDY  CARREL

ROOM
106

READING ROOM 2
107

CIVIL RIGHTS
ROOM

105

CIVIL RIGHTS FILM
ROOM
105A

CIVIL RIGHTS
STUDY
105B

RESEARCH ROOM
104

MUSEUM ENTRY
LOBBY

103

RECEPTION OFFICE
101

LIBRARY ENTRY
LOBBY

100

SULC LIBRARY
DIRECTOR SUITE

ENTRY
108

SULC LIBRARY
DIRECTOR

109

GROUP STUDY 1
111

GROUP STUDY 2
112

GROUP STUDY 3
113

GROUP STUDY 4
114

READING ROOM 1
110

ELEV MACHINE RM.
134

MECHANICAL
136

STACK ROOM II
131

STACK ROOM 1
124

GROUP STUDY 8
128

GROUP STUDY 9
129

GROUP STUDY 7
127

CORRIDOR
126

MAIN CORRIDOR
102

GROUP STUDY 5
116

GROUP STUDY 6
122

SYSTEMS
LIBRARIAN

119

ACQUISITIONS
LIBRARIAN

120

STACK STORAGE
130

STORAGE ROOM
123

SHIPPING AND
RECEIVING

141

STORAGE
141A

STORAGE
145

CORRIDOR
147

GROUP STUDY 15
148

JANITOR
150

IT
151

DIR. OF PUBLIC
SERVICES

117

ASSOC. DIR. OF
LIBRARY

118

GROUP STUDY 12
140

GROUP STUDY 11
138

GROUP STUDY 10
137

GROUP STUDY 14
143

MECHANICAL
ROOM

144

GROUP STUDY 13
142

CJ

CJ

CJ

CJ

CJ

CPT-1 24" x 24" CARPET TILE; REFER TO A800

CPT-2 18' x 36' CARPET TILE (CIVIL RIGHTS ROOM); REFER TO A800

CPT-3 9" x 36" CARPET TILE (OFFICE 109, 117, 118); REFER TO A800

CPT-4 9" x 36" CARPET TILE (STACK ROOMS); REFER TO A800 (NOT USED)

CPT-5 18' x 36' CARPET TILE (GROUP STUDY ROOMS); REFER TO A800

CPT-6 12'-0" BROADLOOM CARPET (GRAY - CIVIL RIGHTS ROOMS, OFFICE 109, 
BALCONY 261); REFER TO A800

LVT-1 9" x 39" HIGH-PERFORMANCE LUXURY VINYL FLOOR TILE; REFER TO A800

TRZ-1 POURED-IN-PLACE TERRAZZO FLOORING (PRIMARY COLOR); REFER TO A800

TRZ-2 POURED-IN-PLACE TERRAZZO FLOORING (SECONDARY COLOR); REFER TO A800

VCT-1 12" x 12" VINYL COMPOSITION TILE (FIELD, BEIGE); REFER TO A800

CPT-5 VB-2 P-2 P-5

CPT-5 VB-2 P-2 P-5

CPT-5 VB-2 P-2 P-5

CPT-5 VB-2 P-2 P-5

CPT-5 VB-2 P-2 P-5CPT-5 VB-2 P-2 P-5CPT-5 VB-2 P-2 P-5

CPT-5 VB-2 P-2 P-5

CORRIDOR
146

LVT-1 VB-2 P-4 LVT-1 VB-2 P-4

CPT-1 VB-2 P-3

TRZ-1 VB-2 P-4

NEW ADDITION
LOBBY

139

SC-1 VB-2 P-1

STAIRS
149

CPT-1

VB-1 P-3

CPT-5 VB-2 P-2 P-5

CPT-3 VB-2 P-4

SC-1 VB-2 P-1

VCT-1 VB-2 P-4

CPT-5VB-2 P-2 P-5

VCT-1

CPT-6VB-2 P-3

VCT-1 VB-2 P-4

CPT-3 VB-2 P-4

CPT-3 VB-2 P-4

VCT-2 VCT-3 VCT-4

VB-2 P-4

STORAGE
115

CPT-3 VB-2 P-4 WC-2

CPT-3 VB-2 P-3

CPT-1 VB-1 P-2 WC-5

CPT-2 VB-2 P-4 WC-2

CPT-2 WB-2 P-3

TRZ-1 WB-2 P-6

CPT-2 WB-2 P-2

CPT-6

CPT-2 WB-2 P-2

TRZ-2

COMMUNICATIONS
CLOSET

133

CATALOG
LIBRARIAN

121

CPT-3 VB-2 P-4 WC-2

TRZ-1 WB-1

P-5

TRZ-2

WV-1

SC-1 P-1

VCT-1 VB-2 P-4

SC-1 P-1

CPT-3 VB-2 P-4 WC-3

CPT-3 VB-2 P-4 WC-3

CPT-6 VB-2 P-2 WC-5

VCT-1 VB-2 P-4

TRZ-1 WB-1

P-2

TRZ-2

WV-1P-5

VCT-1 VB-2 P-4

CPT-1 VB-2 P-4

CPT-5 VB-2 P-2 P-5

CJ 1/2" ALUMINIUM CONTROL JOINT

DV-1 3/8" ALUMINIUM DIVIDER STRIP

DV-2 1/8" WHITE PLASTIC DIVIDER STRIP

P-1 WALL PAINT (WHITE), SATIN FINISH; REFER TO A800

P-2 WALL PAINT (WHITE-GRAY), SATIN FINISH; REFER TO A800

P-3 WALL PAINT (GRAY), SATIN FINISH; REFER TO A800

P-4 WALL PAINT (BEIGE), SATIN FINISH; REFER TO A800

P-5 WALL PAINT (DARK BLUE), SATIN FINISH; REFER TO A800

P-6 WALL PAINT (BLACK), FLAT FINISH; REFER TO A800

P-7 DOOR PAINT, GLOSS FINISH; REFER TO A800

P-11 CEILING PAINT (WHITE), FLAT FINISH; REFER TO A800

P-12 CEILING PAINT (GREEN-GRAY), FLAT FINISH; REFER TO A800

P-13 CEILING PAINT (BLACK), FLAT FINISH; REFER TO A800

TR-1 TRANSITION PROFILE (CARPET TO TERRAZO); SCHLUTER SYSTEMS, DECO, BRUSHED         
NICKEL ANODIZED ALUM

TR-2 TRANSITION PROFILE (TERRAZO TO LUXURY VINYL TILE & VCT) SCHLUTER SYSTEMS, RENO-
U, BRUSHED NICKEL ANODIZED ALUM

TR-3 TRANSITION PROFILE (CARPET TO LUXURY VINYL TILE & VCT); SCHLUTER SYSTEMS, VINPRO-S, 
BRUSHED NICKEL ANODIZED ALUM

TR-4 TRANSITION PROFILE (CARPET TO CONCRETE); PRODUCT TO BE DETERMINED

VB-1 8"H VINYL PROFILE BASE (READING ROOM I & II); REFER TO A800

VB-2 6"H TOELESS VINYL BASE; REFER TO A800

WB-1 3/4" x 8" MEDIUM CHERRY WOOD BASE; REFER TO A800 

WC-1 VINYL WALLCOVERING (MUSEUM ENTRY 103 & RESEARCH ROOM 104); REFER TO A800

WC-2 LINEN WALLCOVERING (OFFICE 101 & 109); REFER TO A800

WC-3 VINYL WALLCOVERING (OFFICE 117, 118, 119, 120 & 121); REFER TO A800

WC-4 VINYL WALLCOVERING (READING ROOM I); REFER TO A800 

WC-5 VINYL WALLCOVERING (ROOM 106, 107, 116); REFER TO A800

WV-1 3/4" HARDWOOD VENEER CORE PANELS; REFER TO A800

VCT-1 VCT-2 VCT-3 VCT-4

VB-2 P-4

STACK II STAIRS
132

STACK I STAIRS
125

ALL PRODUCTS AND MATERIALS LISTED BELOW REPRESENT THE BASIS OF DESIGN. SUBSTITUTIONS EQUAL TO 
THESE FINISHES MAY BE SUBMITTED FOR ARCHITECT'S REVIEW AND APPROVAL.

8' - 4"

8' 
- 9

"

2' - 0"

2' - 0"

2' 
- 0

"

2' 
- 0

"

9' 
- 6

"

2' 
- 0

"

2' - 0"2' 
- 0

"
2' 

- 0
"

P-5

P-5

P-5

P-5

P-5

P-5

P-5

P-5 P-5
P-5

P-5

BRK-1 BRICK PAVERS; REFER TO A800
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NEW CONSTRUCTION FIRST FLOOR FINISH
PLAN

LEGEND

SCALE:  1/8" = 1'-0"
A1 NEW CONSTRUCTION - FIRST FLOOR FINISH PLAN
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SCALE:  3/4" = 1'-0"
A2 CUSTOM TERRAZO SEAL DETAIL

ALL TEXT SHALL BE ADOBE CASLON PRO,
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CONTROL JOINT

LOGO TO BE COLOR ROTI 
GOLD (RGB 187 149 69)
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CONT AIR/WATER SEAL PER

C.W. MANUFACTURER

NEW DARK BRONZE ANOD

ALUM C.W. W/ CLR INSUL.

GLASS; RE:SPECS

VERTICAL END ATTACHMENT

PER C.W. MANUF.

SLOPE

A-1

6"

10

1

2

"

3"

EX BRICK WALL BEYOND

10

1

2

"

3
"

2
"

1
"

FIN FLR 160/161

EL 0'-0"

NEW STL HSS COL BEYOND, SEE

S301; PROTECT EXPOSED STL

W/ INTUMESCENT PNT, TYP

4
"

1'-6"

NEW CONC GRADE BEAM,

SEE STRUC

NEW BRICK PAVERS ON

NEW L.W. TOPPING SLAB

& STRUC FOAM, SEE S301

4

1

2

"

CONT 1/2" EXPANSION JOINT

PER STRUCTURAL

NEW SLOPED CONC SLAB ON

GRADE W/ BRICK PAVERS,

ALSO REFER TO STRUC

AND LANDSCAPE DWGS

CONT SEALANT ON

BACKER ROD, TYP

NEW DARK BRONZE ANOD

ALUM CLOSURE PIECE BY

C.W. MANUF., PROVIDE ON

INTERIOR AND EXTERIOR

ABOVE EX MASONRY PLINTH

EX MASONRY WALL, VIF

MAINTAIN LINE OF EX

EXPANSION JOINT, VIF

2

1

2

"

D.L.O.

A-1

6
"

EX MASONRY PLINTH BELOW

1"

NEW DARK BRONZE ANOD

ALUM C.W. W/ CLR INSUL.

GLASS; RE:SPECS

2

5

8

"

R.O. - FIELD VERIFY

1
'
-
4

1 2

"

1
0

1 2

"

2

8 8

NEW 2x CONT PT WD

BLOCKING ANCHORED

TO EX BRICK VENEER

CONT SEALANT ON

BACKER ROD, TYP

NEW CONT COMPRESSIBLE

JOINT FILLER

1 2

"
 
M

A
X

ADA-COMPLIANT ALUM THRESHOLD

BY C.W. MANUF.; SET IN SEALANT

NEW DARK BRONZE ANOD ALUM

DOOR W/ 10"H BOTTOM RAIL &

CLR INSUL. GLASS; RE:SPECS

SLOPE

FIN FLR 160/161

EL 0'-0"

A-1

1'-6"

6"

EX BRICK WALL BEYOND

CONT 1/2" EXPANSION JOINT

PER STRUCTURAL

2
"

1
"

3
"

NEW BRICK PAVERS ON

NEW L.W. TOPPING SLAB

& STRUC FOAM, SEE S301

10

1

2

"

3"

NEW SLOPED CONC SLAB ON

GRADE W/ BRICK PAVERS,

ALSO REFER TO STRUC

AND LANDSCAPE DWGS

NEW CONC GRADE BEAM,

SEE STRUC

4
"

NEW STL HSS COL BEYOND, SEE

S301; PROTECT EXPOSED STL

W/ INTUMESCENT PNT, TYP

4

1

2

"

COORD. W/ THRESH.

T/ EX STONE CPG

EL +25'-9 3/8" - VIF

T/ NEW STL LP

EL +23'-9"

T/ EX ROOF

EL +23'-9 1/2" - VIF

EX STONE

COPING TO

BE REMOVED

B/ EX LIMESTONE PANEL

EL +26'-4 5/8" - VIF

1/4" SLOPE

T/ NEW ROOF LP

EL +24'-3"

EX ROOF INSULATION

TO REMAIN, VIF

R
-
2

5

REMOVE EX BRICK

& BLOCK PARAPET

WALL TO EL +24'-0",

FIELD VERIFY

NEW CRIMPED MTL

COUNTER FLASHING

BEYOND, SEE 1/A905

LINE OF EX

LIMESTONE

PANEL BEYOND

1

1 2

"
2

1 2

"
1

0

1 2

"

NEW STL HSS

2-1/2"x2-1/2"x1/4"

@24" OC, SEE S301

NEW CONT DUAL-SEAL,

DOUBLE-FLANGED,

EXTRUDED THERMO-

PLASTIC RUBBER

EXPANSION JOINT

PROFILE

EX CONC ROOF DECK

V
A

R
I
E

S

EX CANT STRIP

TO REMAIN, VIF

LINE OF NEW STL BM

BEYOND, SEE S301

LAP NEW ROOFING

ONTO EX ROOF

FIELD VERIFY EX

MTL CORNER

FLASHING BEYOND

NEW SUSPENDED GYPSUM

BD CLG, RE:SPECS; PNT P-11

VISIBLE TERMINATION POINT OF EX EXPANSION

JOINT IN BRICK VENEER BEYOND, FIELD VERIFY

CONTINUATION OF EXPANSION JOINT IN LOBBY

ROOF STRUC AND REPORT TO ARCHITECT

2

6

2

6

2

82

8

6

NEW GWB SOFFIT

EL +22'-5 1/2"

2

NEW RUBBER EXP JOINT

PROFILE CONTINUES ON

NEW WALL BEYOND

NEW CONT 2" ALUM WALL-TO-CLG

EXPANSION JOINT COVER W/ WHITE

CONCERTINA STYLE GASKET

NEW CONT 2x PT

BLOCKING, TYP

FILL EX CMU CELLS

AS REQ ANCHORS

TERMINATION BAR

AND ANCHORS

CONT FIRE STOP

-

T/ EX STONE CPG

EL +25'-9 3/8" - VIF

A-1

T/ NEW STL

EL VARIES

NEW ROOF CONSTRUCTION:

-  2-PLY COLD-APPLIED SBS ROOFING

-  5/8" COVER BOARD

-  R-25 POLYISO INSUL.

-  1-1/2" SLOPED STL DECK, SEE S301

NEW GWB SOFFIT

EL +22'-5 1/2"

EX PLASTER SOFFIT

EL +26'-4 5/8" - VIF

NEW

5/8"

GWB,

PNT P-1

CONT

MTL

CORNER

BEAD

EX LIMESTONE PANEL

EX STL STRUCTURE,

FIELD VERIFY

EX STL STRUCTURE,

FIELD VERIFY

REMOVE & REPLACE

EX PLASTER CLG AS REQ

FOR NEW CONSTRUCTION

NEW 3-5/8" MTL FRAMING,

16" OC MAX W/ MINERAL

WOOL INSUL. AS SHOWN

NEW 5/8" EXT GRADE

SHEATING W/ CONT

WEATHER BARRIER, TYP

NEW CONT CRIMPED MTL

COUNTER FLASHING, SET

IN MASTIC & FASTEN TO

FRAMING AS REQ

CONT INSULATED ALUM CAP FLASHING

W/ STANDING SEAMS BY C.W. MANUF

NEW STL BM, SEE S301; PROV.

SPRAY-ON CEMENTITIOUS FIRE-

PROOFING ON ALL NEW STL

CONCEALED FROM VIEW, TYP

FIELD VERIFY ELEVATIONS

& EXISTING CONDITIONS

CONT 2x PT BLOCKING W/

3/8" GALV THROUGH

BOLTS 24" OC STAGGERED

EX BRICK WALL BEYOND

NEW DARK BRONZE ANOD

ALUM C.W. W/ INSUL. GLASS;

RE:SPECS

FILL VOID W/ MINERAL WOOL

NEW CONT CANT STRIP,

SET IN BITUMEN, TYP

NEW SBS BASE & WALL

FLASHING, COLD-APPLIED

NEW CONT MTL FLASHING,

W/ DRIP EDGE, ATTACH TO

FRAMING, SEAL AS REQ

SBS BASE FLASHING

NEW SUSPENDED

GYPSUM BD CLG,

RE:SPECS; PNT P-11
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3'-6

1
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SAW CUT NEW DRIP EDGE

1"

1"

A-2

LINE OF EX COPING BEYOND TO BE REMOVED

NEW CONT 4"x4"x1/4"

EDGE ANGLE, SEE S301

SLOPE

CONT MEMBRANE FLASHING,

CLAMPED AND SEALED INTO

GLAZING POCKET

CONT SEALANT

CONT

CAULK

PT WD BLOCKING AS REQ

T/ NEW STL LP

EL +23'-9"

T/ NEW STL HP

EL +24'-5"

1'-4

1

2

"

VENT HOLE PER C.W. MANUF

NEW STL HSS 2-1/2"x2-1/2"x1/4"

@ 24" OC, SEE S301

CLIP TO DECK W/ 12 GA

CLIP AND (2) #12 SCREWS

NEW STL BM, SEE S301;

PROV. SPRAY-ON

CEMENTITIOUS FIRE-

PROOFING ON ALL NEW

STL CONCEALED FROM

VIEW, TYP

NEW STL COL BEYOND,

SEE S301; PROTECT

EXPOSED STL W/

INTUMESCENT PNT, TYP

PT WD BLOCKING

AS REQ, TYP

NEW 18 GA 6" MTL FRAMING @ 16" OC

ATTACHMENT TO STRUC

PER C.W. MANUF.

INSULATED PANEL BY

C.W. MANUF.

FASTEN BOTTOM TRACK TO DECK

W/ #12 SCREWS @ 12"

2

NEW CONT 12 GA 6x6" MTL ANGLE

ALIGN

CONT FIRE STOP; RE:SPECS

NEW 18 GA 3-5/8" MTL FRAMING

BRACING @ EACH VERTICAL

ALIGN

EX STONE COPING BEYOND

ALIGN

5

A905

CONT MTL REVEAL

MOLDING, CAULK

7

5

8

"

1

2

"

INSULATED SPANDREL

GLASS; RE:SPECS
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LOBBY EXTENSION -

DETAILS

SCALE:

CURTAIN WALL - BASE DETAIL

 3" = 1'-0" SCALE:  3" = 1'-0" SCALE:

CURTAIN WALL - JAMB DETAIL

 3" = 1'-0"

SCALE:

SECTION DETAIL

 3" = 1'-0"

CURTAIN WALL - THRESHOLD DETAIL

SCALE:

SECTION DETAIL

 3" = 1'-0"
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